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What’s in the box?

Base extrusion
Double sided tape
Upper extrusion

End caps

C9 Cam clip connector
(Supplied with C9 Bulbs)

C9 Swivel clip connector
(Supplied with C9 Bulbs)
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Tools required

Electric saw with 100 tooth blade.

C7 Clip connector
(Supplied with C7 Bulbs)

Extrusion mounting wing washer

#8 x ½” Phillips drive screw
3/16” plastic seal washer
#8 x 3/8” Phillips drive tapping screw
#8 x 1” Phillips drive wood screw
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Tools required

Cutting pliers
Robertson or Phillips Screwdriver
Scissors
Electric drill
9/64 Inch drill bit
1/8-inch drill bit

“Caution”

Extension ladder. (Not shown) Ladders are extremely dangerous. Be sure to
read and follow the ladder manufacturer’s instructions

“Caution”

Please use care and follow the manufacturer’s instructions for the proper and
safe use of all tools and equipment used in the installation of your new

LiteLocker system.

Dust mask
Safety glasses
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STEP 1. If you have purchased corners install them first.

STEP A. Place tape on corner to
help keep it in place while you
install it.

STEP B. Push corner into
place on your gutter as shown.

STEP C. Drill holes through the
corner and into the gutter.

STEP D. Install self tapping
screws through the hole and
screw on wing washer. Be sure to
orient the wing washer as shown
in the photo.


